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*The rules and/or regulations set forth herein provide for the orderly conduct of racing events
and to establish minimum acceptable requirements of such events. These rules shall govern the
condition of all such events. All participants are deemed to have complied with these rules. No
expressed or implied warranty of safety shall result from publications of or compliance with these rules
and/or regulations. Rules are intended as a guide for the conduct of the sport and are in no way a
guarantee against injury or death to a participant.

*Speedway Officials shall be empowered to permit minor deviations from any of the
specifications herein or impose any further restrictions that in his/her opinion does not alter the
minimum acceptable requirements. No expressed or implied warranty of safety shall result from such
altercation of specifications.

*Speedway reserves the right to update, modify, and/or delete rules at any time deemed
necessary to ensure safety, fair competition or any other reason that may be appropriate.

*Any interpretation or deviation of these rules is left to the officials. Any decision of and by
Speedway Officials is final.

*Unsportsmanlike-like conduct can carry a minimum $250.00 fine and/or suspension. Any and
all fines will be added to the point's fund at the end of the racing season.

*This is an entry-level class of racing. All parts of the vehicle must be OEM stock for your vehicle.
Parts cannot be altered or moved. If your vehicle did not come with a certain item, you MAY NOT use
them on your vehicle, unless otherwise specified.
Claim Rule: Any Eco car that runs 2 races at either Gulf Coast Racing Series Track can be claimed for
$2,000.00

O.E.M. where stated below in these rules mean, original equipment manufacturer based on the VIN
number of the car being raced. Any illegal parts found will be confiscated and will be sole property of
the track. These parts will not be returned.

Safety:
1. Snell-rated SA2015 or SA2020 helmet required.
2. Roll bar padding required in driver compartment. Fire-retardant padding recommended.
3. SFI-approved full 2 layer fire suit is required. Fire-retardant gloves, shoes, and neck brace (or head
and neck restraint) are required. HANS or equivalent neck restraint recommended.
4. Right and left seat head supports are recommended. Fire-retardant head sock and underwear is
recommended.
5. Driver-side window net is required. Must be a minimum sixteen (16) inches by twenty (20) inches
ribbon or mesh-style and mounted to roll cage so latch is at top front of window.
6. Minimum three (3) inch (two inch with head restraint system) wide SFI-approved five-point safety belt
assembly is required and must be mounted securely to main roll cage.
7. Safety belts may be no more than three (3) years old.
8. Racing seat required. Must be mounted to the roll cage, not the floor pan.
9. All sunroofs or any type of roof opening must be covered with 18-gauge steel.
10. Drivers not meeting minimum safety requirements will not be allowed to compete.

Car:
1. Automatic or manual transmission front-wheel-drive compact car with a 4-cylinder engine is
permitted. (NOTE: FOR HOUSTON ONLY, V6 automatic permitted for 2022) All cars must remain strictly
O.E.M. with unaltered O.E.M.-appearing body. Station wagons, convertibles, SUV’s, Dodge Neon, Honda
CRX and/or two-seat sports cars are not allowed. (If you have a car that fits the horsepower ratings and
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is equal in performance adjustments, please contact our Eco tech director to see if it is legal) Exceptions
or changes may be able to be made.
2. Absolutely NO titanium products or parts of any kind allowed anywhere on racecar.
3. Maximum wheelbase must be one hundred seven (107) inches with a maximum difference of ½” from
side to side. O.E.M. steel unaltered floor pan only. Inner fenders may not be removed. Hood and trunk
lid/hatch must be securely fastened. All doors must be securely welded or bolted. All glass, exterior
lights, chrome, plastic trim, and hood insulation must be removed. Hood may be gutted. Dash may be
removed or remain in place. Maximum seven (7) inch front and rear sun visors are permitted however
no visor mirror is allowed to remain installed. Opera window may be closed. Skirting is permitted only if
it was O.E.M. & must maintain O.E.M. in appearance.
4. The Vehicle Identification Number (V.I.N.) must remain clearly visible and unaltered in at least one of
the O.E.M. locations. Any car missing the V.I.N. will not be allowed to compete.
5. Bumpers must be in O.E.M. location. O.E.M. bumper covers should remain in place. If O.E.M. bumper
covers are removed, then bumpers must be capped to the fender width of the bumper. Reinforced
bumpers are not allowed. Aftermarket front & rear bumper covers allowed w/prior approval of the tech
director. Bumpers must be in stock O.E.M. location. One horizontal bar at a maximum of 1 ¾” (1.75”)
O.D. tying the front frame horns together ahead of radiator is permitted. One additional bar at a
maximum 1” O.D. may be added for radiator protection but must be behind bumper and within confines
of body and no wider than O.E.M. frame horns. Maximum one 1” wide by 2” tall steel or Lexan rub rails
are permitted but must be bolted flush to body. Sharp edges on bumpers, rub rails and/or bolts are not
allowed. Other than rub rails, bars may not extend past outside edge of body.

Appearance:
1. All racecars must be numbered with large legible numbers on both sides and on top. Numbers on the
sides of the racecar should be in contrasting color from the body and be at least four (4) inches thick and
at least eighteen (18) inches high. Top numbers should be at least four (4) inches thick and twenty (20)
inches high.
2. Officials reserve the right, in the public image of the sport and/or Gulf Coast Racing Series, to assign,
approve or disapprove any advertising, sponsorship or similar agreement in connection with any event.
All cars must be neat appearing and are subject to approval of officials to compete. By competing in an
event, all drivers agree to comply with the decisions of officials in this regard.
3. Windshield must be removed. Must install 4 metal downbars in front of driver equally placed to
center of car for safety, NO EXCEPTIONS. Lexan front windshield is optional but recommended for
safety.

Roll Cages:
1. A six-point, full-perimeter roll cage is required. Must use minimum 1.5” OD X .095” wall thickness
tubing. Rear hoop must have “X” bracing configuration. Rear kickers are required. Must have minimum
1.25” OD x .095” wall tubing cross bar in top halo. Cage must be Arc/Mig/Tig welded and attached using
adequate plating of minimum thickness of .25” (¼”). Iron, galvanized pipe or fittings, square tubing,
brazing, or soldering is not allowed.
2. Minimum of three (3) horizontal door bars on driver side and two (2) horizontal door bars on
passenger side are required. Both sides must have vertical bracing from top to bottom door bars. All
tubing must be minimum 1.5” O.D. x .095” wall thickness. Steel door plates of 18 gauge or .049”
minimum thickness must be securely welded to outside of door bars on driver side. Plate must cover
area from top door bar to frame and from rear down post to five (5) inches in front of seat. Must be
visible for inspection. NO EXCEPTIONS
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3. Roll bars within the driver’s reach must be padded with a material deemed acceptable by Official(s).
Fire retardant material is highly recommended.
4. Installation and workmanship must be acceptable to Official(s).
5. With helmet on and driver securely strapped into the racing seat, top of driver’s head must not
protrude above the roll cage. NO EXCEPTIONS

Frame:
1. Sub frames must be stock and unaltered.
2. Wheelbase must be a minimum of 103” & maximum 107”with a maximum difference from side to
side of ½”

Driver compartment/Steering:
1. Aluminum high-back racing seat is required and must be securely mounted to roll cage using
Minimum 3/8” bolts & washers. Driver must be sealed off from track, engine, transmission, any oil or
water and fuel cell/tank. All flammable material must be removed. Front and rear firewalls must remain
and have no holes but not have any aero dynamic flow for enclosing holes. Interior must remain open.
2. Loose objects and/or weights are not allowed.
3. Air bags are not allowed.
4. Rear view mirrors are not allowed. One 3” spot mirror is permitted and must be located on driver’s
door with minimum protrusion outside of the vehicles body line.
5. All radios must be removed.
6. Steering must be unaltered O.E.M and remain within original bolt pattern for type of car used.
Steering linkage must be unaltered approved O.E.M. in stock location, replaceable by stock part and
must match frame. May be modified to suit driver but must remain on left side of cockpit (no center
steering). Quick-release metal coupling on steering wheel is permitted (must maintain O.E.M. column).
Plastic couplings are not allowed.
7.Aftermarket remote reservoir power steering is not allowed.

Suspension:
1. All components and mounts must be unaltered, O.E.M. and match year, make and model of car used.
(Exception: Recommended right rear safety hub, 1987-95 Caravan hub assembly for example).
2. Any bracing on front end is not allowed.
3. Weight jacks, modifications, racing components, aftermarket and/or homemade traction devices are
not allowed.
4. Rear wheels must track straight ahead and be in alignment with front wheels. No more than two (2)
degrees of camber is permitted on right front only.

Springs, Shocks & Struts:
1. All shocks and struts must remain O.E.M. in O.E.M. location.
2. O.E.M. replacement aftermarket springs permitted. No spring rubbers. No bump stops of any kind
(Including O.E.M.)
3. Aluminum and/or titanium components are not allowed.
4. No bracing of strut towers, front or rear.

Electrical System:
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1. One (1) 12-volt battery only is permitted. Must be securely mounted with positive terminal covered.
Battery must be in Marine type case if mounted in driver compartment and battery (not battery box)
must be secured with metal brackets to floor or roll cage and then covered.
2. Only O.E.M. starter is permitted and must be in O.E.M. location. Car must leave initial staging area on
demand and unaided or go to rear of that race.
3. Unapproved cameras, transmitting and/or listening devices are not allowed. (Exception: one-way
RACEceiver radio used by Officials). Absolutely NO cell phones or 2 way devices allowed on track in cars.
4. Must utilize one 12-volt ignition system only. Ignition boxes and/or performance chips are not
allowed. Ignition components must be unaltered, O.E.M. & match the year, make & model of car used.
5. Aftermarket analog tach, oil pressure and water temp gauges only. Vehicle computer (ECU) should be
stock appearing & mounted in accessible location for inspection. No aftermarket programming of the
ECM.
6. Main Battery Kill switch is required and must be within easy reach of the driver & safety crew. The
switch must be clearly marked “OFF” and “ON.”

Fuel System:
1. Must have complete, unaltered, O.E.M. fuel system for year, make and model of car used.
2. Unleaded standard fuel only, maximum 93 octane. E85 and/or performance additives are not allowed.
3. Cool cans are not allowed.

Tires & Wheels:
1. DOT approved tires only. No DOT racing/performance tires. Must be approved for highway use.
2. Tires must have minimum of 3 sections of tread and 2 main grooves.
3. Tires must be inflated to at least 30 psi before any on track activity.
4. Minimum 55 series tires
5. Must be O.E.M. unaltered 13-, 14-, 15-, or 16-inch diameter wheels. Wheels must be factory size for
year, make, and model of car being used.
6. O.E.M. steel or aluminum wheels only. No racing wheels.
7. Wheel spacers or bleeder valves not allowed.

Brakes:
1. Must utilize steel, unaltered, O.E.M. operative, four-wheel disc, or drum brakes, and must match year,
make and model of car used.
2. Master cylinder must be O.E.M. and in O.E.M. location.
3. Brake shut-off and/or bias adjuster is not allowed. Electronic brake actuators are not allowed.
4. Steel brake lines are mandatory and must be visible for inspection.
5. Must maintain minimum O.E.M. dimension for hubs, rotors, and calipers.

Transmission & Drive-line:
1. Must utilize unaltered O.E.M. transmission that came in the year, make and model of car used.
2. All forward and reverse gears must be operational. Flexplate & and torque converter must be
unaltered O.E.M. for the year, make and model of car used.
3. Transmission coolers in driver compartment are not allowed.
4. Torque dividing final drive or CVT transmissions are not allowed.
5. All drive shafts must be O.E.M. & unaltered
6. Rear ends must be stock O.E.M per car.
7. Locked differentials are not allowed.
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Engine:
1. Engine and radiator must be O.E.M. in O.E.M. location for the year, make and model of car used.
2. Solid engine mounts and/or safety chains are permitted.
3. Accusumps and/or accumulators are not allowed.
4. Only 4-cylinder Standard or automatic in-line engines are permitted. (V6 auto exception for Houston)
5. All engine components must be unaltered O.E.M. for the year, make and model of car used, and must
match V.I.N. Drive belts may be removed.
6. Must use O.E.M. crank, rods, valve sizes, stroke, etc. Aftermarket racing heads are not allowed. High
performance and/or sports car engines of any kind are not allowed.
7. No Turbo-charged, super-charged, rotary engines and/or VTEC.
8. Unapproved alterations to any engine are not allowed. Penalty shall be disqualification & $200.00 fine
9. Maximum two (2) inch diameter exhaust pipes from manifold and must extend past driver with side
exit or turn down.
10. Maximum 182 factory HP, unless car’s factory curb weight is greater than 4000 LBS. Horsepower
must be factory rated.

Weight:
1. Ballast (extra weight) of any kind is not allowed unless forced to add by tech director for a penalty.
2. Any other item deemed as ballast will be required to be removed.
3. All cars are required to weigh a minimum of two-thousand two hundred (2,200) pounds without
driver included. Any car not meeting this weight will not be allowed to compete unless O.E.M. parts can
be reinstalled in factory locations to reach the minimum weight rule.

Protests:
1. Only drivers may protest. Protesting drivers and protested cars must have finished in the top ten and
be on the lead lap. All protests must receive an approval of the Head Technical Official. Spite protests
and unsportsmanlike protests will not be accepted.
2. All protests must be submitted to pit officials in writing within 10 minutes of feature race completion
and be accompanied by $250.00 CASH. The driver who wins the protest will receive $225.00.
3. Driver can only protest three times in one season and must wait three weeks before protesting again.
4. Drivers or cars found illegal forfeit all points and moneys earned for the entire race meet.
5. Refusal to comply with a protest or to tear down when instructed by Speedway Officials will result in a
fine equal to protest amount, an automatic two race suspension for driver and loss of points and
moneys earned for the evening. Upon returning to competition driver must agree to tear down after
racing events for free.

Tech director and race director reserve the right to adjust rules at any time in fairness of competition.


